
AQUAPOXY THREE COMPONENT EPOXY 
GROUT FOR CERAMIC TILES 

THOROUGHLY MIX PART 1 FIRST TO ENSURE AN EVEN COLOUR 
DISTRIBUTION. MIX IN PART 2 & THEN ADD THE POWDER. 

IMPORTANT INFORMATION

Morgan CTA is not responsible for any advice or variations 
to this data sheet which are not confirmed in writing. If the 
customer makes a claim against Morgan CTA whether due 
to a fault in the product or negligent application or for any 
other reason -

1. Morgan CTA shall not be liable for any loss or damage 
including consequential loss or damage arising thereby;

2. Morgan CTA may at its option replace the defective 
product and the maximum liability shall be the cost of 
replacing the product.

100% Australian Made
100% Australian Owned
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Low VOC
Breathe Easy

CONTACT 
P: +61 8 9279 8911 
 A: 24 Hanwell Way , Bassendean,  
Perth WA 6054

TECHNICAL ADVICE  
info@morganadhesives.com.au

SDS  
morganadhesives.com.au

AQUAPOXY TILE GROUT is a three component acid 
resistant grout for ceramic tiles. AQUAPOXY cures to 
a general “chemically resistant” grout. AQUAPOXY is 
water based, easy to apply & clean and subsequently 
very user friendly. AQUAPOXY is designed for use in 
dairies, breweries, food processing plants, hospitals 
or in any other area where Portland cement grouts are 
unsatisfactory. 

PROPERTIES
For resistance to chemicals and the associated 
concentrations please consult Morgan Ceramic Tile 
Adhesives for recommendations. 

NOT RECOMMENDED FOR USE WITH HIGHLY 
CONCENTRATED ACIDS OR ALKALIES. NOT 
RECOMMENDED FOR USE IN EXTERNAL 
APPLICATIONS.

MIXING AQUAPOXY
Mix AQUAPOXY by hand to avoid entraining air into the 
product and use all the materials supplied to achieve 
the correct proportions. For smaller applications, 
proportions must be weighed out on a scale at a rate of 
150g Part 1: 150g Part 2: 900g Part 3.

GROUTING
Ensure that there are no voids under the tiles into which 
the grout can seep and that the joints are free of water. 
The mixed material can be forced into the joints with a 
rubber squeegee or, if desired, a barrel type mastic gun. 
Before washing down the job, use rubber squeegee or an 
open weave sponge to remove the excess grout. Grout 
only 3 to 6 square metres before each clean up.

CLEAN UP
Use clean cold water in a bucket and a plastic foam 
sponge to remove the grout from the tile surface. 
Washing off the residues with a minimum of water will 
stop or greatly reduce any colour variation in the grouts 
finish. Do not flood the surface with water as this will 
impair the cure. Wipe the sponge diagonally across the 
joints to avoid dragging grout from the joints. Rinse the 
sponge frequently with clean water. The tile surface must 
be cleaned within one hour of mixing and grouting. N.B. 

Some tiles have dimpled surfaces for non-slip purposes. 
Before grouting, test the tiles for the most effective clean 
up method. On all but some small jobs use a two man 
team - one applying the grout and the other cleaning up. 
This ensures removal of the grout from the tile surface 
before set commences. Use Epoxy Wash to remove any 
cured residues. After a 7 day full cure, grouted floors 
should be regularly washed, and any accidental spillage  
of chemicals or foods should be flushed off the floor as 
soon as possible.

FLUSH JOINTS
Joints should be tooled smooth to create a flush joint 
finish. Morgan's recommend tooling the joints to 
enhance the chemical resistance of the joints.

SAFETY PRECAUTIONS
AQUAPOXY can act as an irritant to sensitive skins-
WEAR RUBBER GLOVES. Avoid unnecessary skin contact 
and wash off immediately with soap and water. An SDS  
is available on request.

COLOURS: Refer to our grout colour chart. 

PACKAGING: 12kg kit in three units.

Service Temperature Range: 10- 30 °C

Pot Life:
1 hour at 23°C and 50% 
relative humidity

Full Cure: 7 days

Construction Cure: 
24 Hours at 23°C and 
50% relative humidity


